
Modular Construction 
Offers Easy Installation 
and Minimal Upkeep

• Rugged stainless steel and
aluminum design with
advanced security features

• Brass hinges with solid
alloy doors and heavy
interlocking flanges

• Optional pullout shelf for
convenience

• Double nose, key
changeable U.L. listed locks

• Modular design allows easy
stacking and bolting

• Glare and fade-resistant
matte finish number plates

• Maintenance free stainless
steel finishes throughout

AX SERIES MODULAR
SAFE DEPOSIT BOXES
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Advanced Design 
with Improved 
Security

The AX series safe deposit 
boxes offer attractive, low 
cost modular construction 
and minimal upkeep.

Construction
The AX series combines 
½˝ solid alloy doors faced 
with stainless steel with 
cabinets of powder coated 
rust-resistant steel. For 
high security, the doors 
are designed with a heavy 
flange which interlocks with 
the door jamb.

The modular cabinets can 
be stacked in sections, and 
bolted together through 
pre-drilled holes in the 
frame for easy installation. 
The AX series can be 
installed against the vault 
wall, utilizing every inch of 
valuable wall space.

Bases
Bases are constructed of 
heavy duty tubular steel and 
finished in stainless steel to 
match the boxes. Standard 
bases are 3˝ high and 
equipped with leveling legs.

AX Series

AX-42 (Wt. 295 lbs.)
42 openings ea. 3˝ x 5˝

AX-24 (Wt. 250 lbs.)
24 openings ea. 5˝ x 5˝

AX-21 (Wt. 260 lbs.)
21 openings ea. 3˝ x 10˝

AX-12 (Wt. 210 lbs.)
12 openings ea. 5˝ x 10˝

AX-9 (Wt. 195 lbs.)
6 openings ea. 5˝ x 10˝
3 openings ea. 10˝ x 10˝

AX-6 (Wt. 175 lbs.)
6 openings ea. 10˝ x 10˝

AX-B (Wt. 45 lbs.)
3˝ x 32 1/2˝ x 24˝

Base

Outside Dimensions: 221/4˝ High, 321/2˝ Wide, 24˝ Deep

AX-Spacer (Wt. 35 lbs.)
11/8˝ x 321/2˝ x 24˝

AX-Pull Out Shelf (Wt. 45 lbs.)
11/8˝ x 321/2˝ x 24˝



AXN Series
Outside Dimensions: 221/4˝ High, 111/16˝ Wide, 24˝ Deep 

AXN-14 (Wt. 105 lbs.)
14 openings ea. 3˝ x 5˝

AXN-8 (Wt. 86 lbs.)
8 openings ea. 5˝ x 5˝

AXN-7 (Wt. 86 lbs.)
7 openings ea. 3˝ x 10˝

AXN-4 (Wt. 75 lbs.)
4 openings ea. 5˝ x 10˝

AXN-2 (Wt. 60 lbs.)
2 openings ea. 10˝ x 10˝

AXN-3 (Wt. 66 lbs.)
2 openings ea. 5˝ x 10˝
1 opening ea. 10˝ x 10˝

AXN-B (Wt. 15 lbs.)
3˝ x 111/16˝ x 24˝

Base

AXN-Spacer (Wt. 10 lbs.)
11/8˝ x 111/16˝ x 24˝

Choose the Right 
Configuration 
for Your Needs

Locks
As standard, doors are fitted 
with a double nose, key 
changeable lock both guard 
and customer side, and are 
U.L. listed. Locks are firmly
attached to the door at four 
points to aid in prevention 
of punch attacks. Two 
customer keys in a sealed, 
numbered envelope come 
standard.

Number Plates
Glare-resistant matte finish 
number plates are recessed 
into a customized frame 
which compliments the 
stainless steel and anodized 
aluminum finishes.  

Bond Boxes
Metal bond boxes are 
furnished in all sizes inside 
each opening. Boxes are 
constructed from sheet 
metal, treated for rust 
resistance, and powder 
coated with an enamel 
finish.

Pull-out Shelf
An optional pull-out shelf 
for the convenience in 
handling customers’ bond 
boxes is available. These 
shelves stack between 
two sections of AX boxes. 
When not in use, they are 
virtually undetectable. The 
shelf is framed in heavy 
gauge steel, and finished in 
stainless steel to match the 
boxes.



AX SERIES MODULAR
SAFE DEPOSIT BOXES

All specifications subject to change without notice. All cases are furnished with bond boxes, number plates and 

locks with keys ready for use. All dimensions indicated for the drawings are for outside measurements only.
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