
Advanced Modular 
Design Available in Six 
Different Configurations

• High security brass hinges
with heavy flanges interlock
with door jamb

• U.L. listed double key
changeable key locks

• Modular design in three
elevations provides best
space utilization

• Glare and fade-resistant
matte finish number plates

• Powder-coated,
maintenance-free steel
cabinets allow easy stacking
and bolting

• 1/2 inch solid aluminum
doors are faced with
stainless steel

AX SERIES MODULAR
TELLER LOCKERS
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AX SERIES MODULAR
TELLER LOCKERS

Specifications
The modular cabinets can be stacked in sections, 
and bolted together through pre-drilled holes in 
the frame for easy installation. The AX series can 
be installed against any wall, utilizing every inch of 

valuable space. Bases are constructed of heavy duty 
tubular steel and finished in stainless steel to match 
the boxes. Standard bases are 3˝ high and equipped 
with leveling legs.

AX-B (Wt. 45 lbs.)
3˝ x 321/2˝ x 24˝

Base

All specifications subject to change without notice. All cases are furnished with number plates and locks with 

keys ready for use. All dimensions indicated for the drawings are for outside measurements only.

AX-Spacer (Wt. 35 lbs.)
11/8˝ x 321/2˝ x 24˝

AXL-4-10 (Wt. 145 lbs.)
4 openings ea. 5˝ x 16˝

AXL-3-10 (Wt. 140 lbs.)
2 openings ea. 5˝ x 16˝
1 openings ea. 10˝ x 16˝

AXL-2-10 (Wt. 132 lbs.)
2 openings ea. 10˝ x 16˝

Outside dimensions:  
111/8˝ High, 32½˝ Wide, 24˝ Deep 

AXL-3-22 (Wt. 195 lbs.)
1 opening 22˝ x 16˝

2 openings ea. 10˝ x 16˝

Outside dimensions:  
22 ¼˝ High, 32½˝ Wide, 24˝ Deep 

AXL-2-22 (Wt. 195 lbs.)
2 openings ea. 22˝ x 16˝

AXL-2-33 (Wt. 280 lbs.)
2 openings ea. 33" x 16"

Outside dimensions:  
333/8˝ High, 32½˝ Wide, 24˝ Deep 
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